
GYPSUM BOARD SECTION 09250 

USDA FOREST SERVICE, R-4 

PROJECT TITLE 

SECTION 092500 - GYPSUM BOARD 

PART 1 - GENERAL 

1.1 RELATED DOCUMENTS 

A. Drawings and general provisions of the Contract, including General and Supplementary 

Conditions and Division 1 Specification Sections, apply to this Section. 

1.2 SUMMARY 

A. This Section includes the following: 

1. Interior gypsum board. 

B. Related Sections include the following: 

1. Division 9 painting Sections for primers applied to gypsum board surfaces. 

1.3 QUALITY ASSURANCE 

A. Fire-Resistance-Rated Assemblies:  For fire-resistance-rated assemblies, provide 

materials and construction identical to those tested in assembly indicated according to 

ASTM E 119 by an independent testing agency. 

B. STC-Rated Assemblies:  For STC-rated assemblies, provide materials and construction 

identical to those tested in assembly indicated according to ASTM E 90 and classified 

according to ASTM E 413 by an independent testing agency. 

1.4 STORAGE AND HANDLING 

A. Store materials inside under cover and keep them dry and protected against damage from 

weather, condensation, direct sunlight, construction traffic, and other causes.  Stack 

panels flat to prevent sagging. 

1.5 PROJECT CONDITIONS 

A. Environmental Limitations:  Comply with ASTM C 840 requirements or gypsum board 

manufacturer's written recommendations, whichever are more stringent. 

B. Do not install interior products until installation areas are enclosed and conditioned. 

C. Do not install panels that are wet, those that are moisture damaged, and those that are 

mold damaged. 

1. Indications that panels are wet or moisture damaged include, but are not limited to, 

discoloration, sagging, or irregular shape. 
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2. Indications that panels are mold damaged include, but are not limited to, fuzzy or 

splotchy surface contamination and discoloration. 

1.6 MEASUREMENT AND PAYMENT 

A. There will be no separate measurement or payment for work in this section. Payment will 

be included at the contract unit price as shown on the Schedule of Items for the building. 

PART 2 - PRODUCTS 

2.1 PANELS, GENERAL 

A. Size:  Provide in maximum lengths and widths available that will minimize joints in each 

area and that correspond with support system indicated. 

2.2 INTERIOR GYPSUM BOARD 

A. General:  Complying with ASTM C 36/C 36M or ASTM C 1396/C 1396M, as applicable 

to type of gypsum board indicated and whichever is more stringent. 

1. Available Manufacturers:  Subject to compliance with requirements, manufacturers 

offering products that may be incorporated into the Work include, but are not 

limited to, the following: 

a. American Gypsum Co. 

b. BPB America Inc. 

c. G-P Gypsum. 

d. Lafarge North America Inc. 

e. National Gypsum Company. 

f. PABCO Gypsum. 

g. Temple. 

h. USG Corporation. 

B. Type X: 

1. Thickness:  match existing 

2. Long Edges:  match existing. 

C. Ceiling Type:  Manufactured to have more sag resistance than regular-type gypsum 

board. 

1. Thickness:  match existing. 

2. Long Edges:  Tapered. 

2.3 TRIM ACCESSORIES 

A. Interior Trim:  ASTM C 1047. 

1. Material:  match existing. 

2. Shapes: 
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a. Cornerbead. 

2.4 JOINT TREATMENT MATERIALS 

A. General:  Comply with ASTM C 475/C 475M. 

B. Joint Tape: 

1. Interior Gypsum Wallboard:  Paper. 

C. Joint Compound for Interior Gypsum Wallboard:  For each coat use formulation that is 

compatible with other compounds applied on previous or for successive coats. 

1. Prefilling:  At open joints and damaged surface areas, use setting-type taping 

compound. 

2. Embedding and First Coat:  For embedding tape and first coat on joints, fasteners, 

and trim flanges, use all-purpose compound. 

a. Use setting-type compound for installing paper-faced metal trim accessories. 

3. Fill Coat:  For second coat, use sandable topping compound. 

4. Finish Coat:  For third coat, use sandable topping compound. 

5. Skim Coat:  For final coat of Level 5 finish, use sandable topping. 

2.5 AUXILIARY MATERIALS 

A. General:  Provide auxiliary materials that comply with referenced installation standards 

and manufacturer's written recommendations. 

B. Laminating Adhesive:  Adhesive or joint compound recommended for directly adhering 

gypsum panels to continuous substrate. 

1. Use adhesives that have a VOC content of 50 g/L or less when calculated according 

to 40 CFR 59, Subpart D (EPA Method 24). 

C. Steel Drill Screws:  ASTM C 1002, unless otherwise indicated. 

1. Use screws complying with ASTM C 954 for fastening panels to steel members 

from 0.033inch thick. 

D. Sound Attenuation Blankets:  ASTM C 665, Type I (blankets without membrane facing) 

produced by combining thermosetting resins with mineral fibers manufactured from 

glass, slag wool, or rock wool. 

1. Fire-Resistance-Rated Assemblies:  Comply with mineral-fiber requirements of 

assembly. 

E. Thermal Insulation:  As specified in Division 7 Section "Building Insulation." 

F. Vapor Retarder:  As specified in Division 7 Section "Building Insulation." 

2.6 TEXTURE FINISHES 
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A. Primer:  As recommended by textured finish manufacturer. 

B. Aggregate Finish:  Water-based, job-mixed, aggregated, drying-type texture finish for 

spray application. 

1. Available Products:  Subject to compliance with requirements, products that may 

be incorporated into the Work include, but are not limited to, the following: 

a. G-P Gypsum; Georgia-Pacific Ceiling Textures/Vermiculite. 

b. USG Corporation; SHEETROCK Wall and Ceiling Spray Texture 

(Aggregated). 

2. Texture:  match existing 

PART 3 - EXECUTION 

3.1 EXAMINATION 

A. Examine areas and substrates, with Installer present, and including welded hollow-metal 

frames and framing, for compliance with requirements and other conditions affecting 

performance. 

B. Examine panels before installation.  Reject panels that are wet, moisture damaged, and 

mold damaged. 

C. Proceed with installation only after unsatisfactory conditions have been corrected. 

3.2 FINISHING GYPSUM BOARD 

A. General:  Treat gypsum board joints, interior angles, edge trim, control joints, 

penetrations, fastener heads, surface defects, and elsewhere as required to prepare 

gypsum board surfaces for decoration.  Promptly remove residual joint compound from 

adjacent surfaces. 

B. Prefill open joints and damaged surface areas. 

C. Apply joint tape over gypsum board joints, except those with trim having flanges not 

intended for tape. 

D. Gypsum Board Finish Levels:  Finish panels to levels indicated below: 

1. to match existing walls. 

a. Primer and its application to surfaces are specified in other Division 9 

Sections. 

3.3 APPLYING TEXTURE FINISHES 

A. Surface Preparation and Primer:  Prepare and apply primer to gypsum panels and other 

surfaces receiving texture finishes.  Apply primer to surfaces that are clean, dry, and 

smooth. 
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B. Texture Finish Application:  Mix and apply finish using powered spray equipment, to 

produce a uniform texture free of starved spots or other evidence of thin application or of 

application patterns. 

C. Prevent texture finishes from coming into contact with surfaces not indicated to receive 

texture finish by covering them with masking agents, polyethylene film, or other means.  

If, despite these precautions, texture finishes contact these surfaces, immediately remove 

droppings and overspray to prevent damage according to texture-finish manufacturer's 

written recommendations. 

3.4 PROTECTION 

A. Protect installed products from damage from weather, condensation, direct sunlight, 

construction, and other causes during remainder of the construction period. 

B. Remove and replace panels that are wet, moisture damaged, and mold damaged. 

1. Indications that panels are wet or moisture damaged include, but are not limited to, 

discoloration, sagging, or irregular shape. 

2. Indications that panels are mold damaged include, but are not limited to, fuzzy or 

splotchy surface contamination and discoloration. 

END OF SECTION 092500 
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